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heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Nominal cooling capacity : 15-18 kW
Nominal heating capacity : 17-21 kW

the EREBA air-to-water heat pump is designed for heating 
and cooling applications in new, existing individual homes 
and small businesses models.

When installed alone, eReBa is compatible with low to 
medium temperature emitters (underfloor heating, fan coil 
units, water cassettes, radiators, mixed installations, etc.). 
eReBa is also compatible with medium to high temperature 
emitters for boiler backup operation.

the eReBa heat pump is installed outside in an open area, 
ideally as close as possible to the boiler room.

each device is tested in the factory and delivered ready for 
operation.

eReBa's range is composed by 2 models in cooling only and 
2 models reversible.
Operating range eReBa 17-21ht in cooling mode with an 
outdoor temperature from 0°C to 46°C and in heating from 
-20°C to +30°C.

If the heat pump is the only source of heat:
Below this temperature, heating must be provided by a 
separate heating source or an additional electrical supply
If the heat pump is used for backup operation:
Operates down to the equilibrium point (temperature below 
which the heat pump can no longer keep up with heating 
needs). Below this point, the heat pump and boiler run 
alternately (heat pump OR boiler).

Low Voltage Directive 2014/35/eu
emC : electromagnectic Compatibility 2014/30/eu
peD : pressure equipment Directive 2014/6/eu
Weee : Waste electrical & electronic equipment 2012/19/eu
Rohs : Restriction of hazardous substances Directive 2011/65/eu

Use

Range

ConfoRmity

Easy and fast installation
Hydronic module available
Inverter technology compressor 
and fans

410A60
Cooling or 

heating *60°C for 17HT / 57°C for 21HT

*



2 heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
the EREBA liquid chiller/heat pump range was designed for 
commercial applications such as the air conditioning of offices, 
hotels and large residential houses.
the units integrate the latest technological innovations: 
Non-ozone depleting refrigerant R410a, DC inverter 
twin-rotary compressors, low-noise variable speed fans and 
microprocessor control.
With exceptional energy efficiency values the inverter chillers 
qualify for local tax reductions and incentive plans in all eu 
countries.
For added flexibility the eReBa units are available with 
hydraulic module integrated into the unit chassis, limiting the 
installation to straightforward operations like connection of the 
power supply and the water supply and return piping.

Features
the eReBa heat pump systems can be used with a wide 
choice of CIat terminal fan coil units,  and ductable products. 
ecodesign is the european Directive that sets mandatory 
requirements for energy related products (erp) to improve 
their energy efficiency.

Quiet operation
■  Compressors
-  Low-noise INVeRteR twin rotary compressor with low 

vibration levels
-  advanced technology providing maximum energy-efficiency 

with high capacity available at peak conditions and optimised 
efficiency at low and mid compressor speeds. the eReBa 
heat pump DC inverter uses Intelligent power Drive unit 
(IpDu) hybrid inverter technology. an electronic management 
logic is used to optimised compressor operation in all 
conditions, minimised temperature fluctuation to give a perfect 
individual comfort control with significant reduction of energy 
comsuption : 
pWm: pulse width modulation of the direct current controls the 
compressor at partial load conditions, adjusting the frequency 
at fixed voltage. the compressor speed is fine-tuned and 
the system provides high-level comfort (no temperature 
fluctuations) at exceptionally efficient working conditions.

Compressor frequency is increased continuously up to the 
maximum level. this ensures that there are no current draw 
peaks in the start-up phase. Inverter ramp-up speed makes 
soft starts unnecessary and ensures immediate maximum 
power.
-  the two rotary compression cylinders, offset from each 

other by 180°, and the DC brushless motor with the shaft in 
perfect balance ensure reduced vibration and noise, even 
at very low operating speeds. this results in an extremely 
wide range between minimum and maximum capacity with 
continuous operation, guaranteeing that the system is always 
optimised and provides maximum comfort at exceptionally 
high efficiency levels. 

-  twin-rotary cylinders, low vibrations and low load to the shaft 
ensure highest compressor reliability and a long trouble-free 
operating life. 

-  all DC brushless twin-rotary compressors are equipped with 
internal system to secure the motor against oil issues due to 
colder climate.

■ Air heat exchanger section
- Vertical air heat exchanger coils
-  the latest-generation low-noise fans are now even quieter 

and do not generate intrusive low-frequency noise
- Rigid fan installation for reduced start-up noise.

Easy and fast installation
■ Integrated hydronic module
- Variable speed circulator
-  Water filter protecting the water pump against circulating 

debris
-  high-capacity membrane expansion tank ensures 

pressurisation of the water circuit 
- Overpressure valve, set to 3 bar
-  thermal insulation and frost protection down to -20°C, using 

an electric resistance heater and pump cycling.
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

No additional buffer tank required, simplyfing and speeding up 
the installation process (to be checked with the water volume 
of installation).

■ Physical features
-  advanced circuit design and component selection has 

resulted in a compact unit with an exceptionally small 
footprint that is easy to transport even through narrow doors.  
Reduced operating weight and a handle on the unit panels 
to facilitate transport.

-  the unit is enclosed by easily removable panels, covering all 
components (except air heat exchanger and fans).

■  a neutral color (RaL 7035) to facilitate the intregration in 
residential area

■ Simplified electrical connections
- main disconnect switch with high trip capacity 
- transformer for safe 24 V control circuit supply included

■ Fast commissioning
- systematic factory operation test before shipment
-  Quick-test function for step-by-step verification of the 

instruments, electrical components and motors.

Economical operation
■ Increased saesonal efficiency
-  In accordance with eN 14825:2013, average Climate, 

energy label reach a+ (see physical data eReBa Reversible 
units).

■ Reduced maintenance costs
- maintenance-free twin rotary compressors
-  Fast diagnosis of possible incidents and their history via the 

user interface WuI
-  R410a refrigerant is easier to use than other refrigerant blends

Environmental care
■ Ozone-friendly R410A refrigerant
-  Chlorine-free refrigerant of the hFC group with zero ozone 

depletion potential
-  Very efficient - gives an increased energy efficiency ratio (eeR)

■ Leak-tight refrigerant circuit
- Brazed refrigerant connections for increased leak-tightness
-  Verification of pressure transducers and temperature sensors 

without transferring refrigerant charge

Superior reliability
■ Auto-adaptive control
-  Control algorithm prevents excessive compressor cycling 

and permits reduction of the water quantity in the hydronic 
circuit.

■ Exceptional endurance tests
-  Corrosion resistance tests in salt mist in the laboratory
-  accelerated ageing test on components that are submitted 

to continuous operation: compressor piping, fan supports
-  transport simulation test in the laboratory on a vibrating table. 

NHC Control 
NhC control associate with compressor and fan variable 
frequency driver combines intelligence with operating simplicity. 
the control constantly monitors all machine parameters and 
precisely manages the operation of compressor, expansion 
devices, fans and of the water heat exchanger water pump for 
optimum energy efficiency. 

■ Ease-of-use
-  NhC control can be associated with a new user interface 

(WuI) which allow an easy access to the configuration 
parameters (frequency compressor, refrigerant circuit 
temperature, sets points, air temp, entering water temp, 
alarm report…).

-  this user interface is also very intuitive in its use. It allows 
reading and easy selection of the operating mode. the 
functions are represented by icons on the LCD backlit screen.

to facilitate the use of this interface, 3 levels of access are 
available: end user, installer and factory.

■ Key features
- heating and cooling mode
-  predefined climatic curves (12) or customized climatic curve 

(Water temperature setpoint control)
- air temperature set point control
- scheduling mode
- Low noise level or night mode
- anti-freeze protection
- Floor heating thermal cutoff
- slab curing mode 
- Backup electric heater controlled in 1 /2 /3 heat stage(s)
- Backup by oil or gas boiler
- hydronic module with control of the flow rate
- managed an additional pump
- manage heating of the swimming pool during spring & autumn
- manage domestic hot water with or without 

● Anti-legionella mode
● DHW backup 
● DHW backup + Boosted by 1 or 2 or 3 electric heat stage(s)

-  master/slave control of 4 units operating in parallel with 
operating time equalization and automatic changeover in 
case of a unit fault (sensor in accessory).

- modBus protocol

■ Choice of control product
3 options are available to drive the eReBa 17 - 21:

● Dry contact
● User interface WUI
● ModBus protocol

user Interface WuI

this interface can be installed up to 50 m away. It is connected 
to the NhC board with a 4 wires cable.
2 installation possibilities:

●  WUI has an internal sensor to measure the room 
temperature take with the internal sensor, setpoint 
selected is air temperature.
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
■ ModBus
Direct access with modbus connection to set, configure and 
monitor the eReBa.

■ Input remote contact :
- Remote On/Off Contact
-  Remote heat/Cool Contact: this switch is used to select the 

Cooling mode (contact opened) or the heating mode (contact 
closed). 

-  Remote economic Contact: this switch is used to select the 
regular home mode when contact is opened or the economic 
away mode when contact is closed. 

-  safety Input Contact: this switch is normally closed type, 
according to configuration it is used either to stop the unit, 
to ban the heating mode or to ban the Cooling mode when 
contact is opened. 

■ Large choice of Input  Contacts
several functions can be configured by the installer. they 
allow to adapt to the environment of the machine:
-  power Limitation / Night mode: this switch is used to reduce 

the compressor maximum frequency to avoid noise. 
-  Off peak: If the General purpose Contact, configured to 

“Off peak”, is closed then the electric heat stages are not 
allowed. 

-  Loadshed Request: If the General purpose Contact, 
configured to “Loadshed Request”, is closed then unit shall 
be stopped as soon as possible. 

-  solar Input: If the General purpose Contact, configured to 
“solar Input”, is closed then the unit is not allowed to run in 
heating or DhW mode because hot water is produced from 
a solar source. 

-  DhW Request switch from tank : When this input is closed, 
the Domestic hot Water production is requested (need DhW 
sensor delivered in accessory).

-  DhW priority : When this input is closed, the unit is switching 
to Domestic hot Water production regardless of the space 
heating demand and the current DhW schedule (need DhW 
sensor delivered in accessory).

-  anti-Legionella Cycle Request : When this input is closed, the 
Domestic hot Water production is requested with the anti-
Legionella setpoint.

-  summer switch : this switch is used to select the Winter 
(contact opened) or the summer mode (contact closed).

-  energy meter Input : this input is used to count the number of 
pulses received from an external energy meter (not supplied)

-  external alarm Indication Input : When this input is opened, 
alarm  is tripped. this alarm is for information only, it does not 
affect the unit operation.

■ Output remote contact available
2 Output contacts could be chosen on the NhC board, upon 
configuration for the following purposes: 
alert, alarm , standby, running (Cool, heat, DhW or Defrost 
modes), indoor air tenperature reached, electrical heat stage 
2, electrical heat stage 3.

the hydronic module reduces the installation time. the unit is 
factory-equipped with the main hydronic components required 
for the installation.
the water heat exchanger and the hydronic module are 
protected against frost down to -20°C, using an electric 
resistance heater (standard) and pump cycling. however, the 
use of mpG (mono propylene Glycol) can effectively protect 
the installation even in case of power failure

Legend : 

1 mesh filter
2 Water drain valve
3 paddle flow switch

4 expansion tank
5 safety vavle
6 Circulator

*  Nominal conditions: evaporator entering/leaving water temperature 12°C/7°C, 
outside air temperature 35°C, evaporator fouling factor = 0 m² K/kW.

Gross performances, not in accordance with eN14511-3:2013. these 
performances do not take into account the correction for the proportional 
heating capacity and power input generated by the water pump to overcome the 
internal pressure drop in the heat exchanger.

HydRoniC modUle

Hydronic module
Expansion tank volume l 8
Maximum water-side operating pressure kPa 300
Water pump
Power input* kW 0.31
Nominal operating current draw* A 1.57

4

1

OUTLET

INLET
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

PHysiCal data, eReba Cooling 17t - 21t
EREBA Cooling only 17T 21T
Cooling*
Nominal capacity C1 kW 16.0 19.2
EER C1 3.46 3.30
Eurovent class cooling C1 A A
Nominal capacity C2 kW 22.2 25.9
EER C2 4.29 4.10
Eurovent class cooling C2 A A
SEER 5.56 5.48
ŋs cool % 219 216
ESEER 5.22 5.12
Sound power level (1) dB(A) 71 74
Sound pressure level at 10 m (2) dB(A) 40 43
Length mm 1140
Width mm 585
Height mm 1580
Operating Weight (3) kg 169 177
Compressors Rotary compressor
Refrigerant R410A charge (3) kg 6.25
Minimum capacity control (4) % 33% 41%
Condenser Grooved copper tubes, aluminium fins
Quantity axial fan 2
Maximum total air flow l/s 2000 2400
Maximum rotational speed rps 14 16
Evaporator Brazed plate heat exchanger
Water volume l 1.52 1.9
Expansion tank volume l 8
Max. water-side operating pressure 
with hydronic module (5) kPa 300 300

Outlet diameter / with adaptator 1"G male / 1"1/4 G male
Chassis paint colour RAL 7035

*   In accordance with standard eN 14511-3:2013
C1  Cooling mode conditions : evaporator water entering/leaving temperature 12°C/7°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W
C2  Cooling mode conditions : evaporator water entering/leaving temperature 23°C/18°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W
(1)    In dB ref=10-12 W, (a) weighting. Declared dualnumber noise emission values in accordance with IsO 4871 (with an associated uncertainty of +/-3dB(a)). 

measured in accordance with IsO 9614-1 and certified by eurovent.
(2)   In dB ref 20 μPa, (A) weighting. Declared dualnumber noise emission values in accordance with ISO 4871 (with an associated uncertainty of +/-3dB(A)). For 

information, calculated from the sound power level Lw(a).
(3)  Values are guidelines only. Refer to the unit nameplate.
(4)  Cooling eurovent condition
(5)  min. water-side operating pressure with variable speed hydronic module is 40 kpa.
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
PHysiCal data, eReba 17Ht - 21Ht

*   In accordance with standard eN 14511-3:2013. seasonnal efficiency  in accordance with standard eN 14825:2013, average climate
C1  Cooling mode conditions : evaporator water entering/leaving temperature 12°C/7°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W
C2  Cooling mode conditions : evaporator water entering/leaving temperature 23°C/18°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W
h1   heating mode conditions : Water heat exchanger water entering/leaving temperature 30°C/35°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb 
h2   heating mode conditions : Water heat exchanger water entering/leaving temperature 40°C/45°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb 
h3   heating mode conditions : Water heat exchanger water entering/leaving temperature 47°C/55°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb 
(1)   In dB ref=10-12 W, (a) weighting. Declared dualnumber noise emission values in accordance with IsO 4871 (with an associated uncertainty of +/-3dB(a)). 

measured in accordance with IsO 9614-1 and certified by eurovent.
(2)   In dB ref 20 μPa, (A) weighting. Declared dualnumber noise emission values in accordance with ISO 4871 (with an associated uncertainty of +/-3dB(A)). For 

information, calculated from the sound power level Lw(a).
(3)  Values are guidelines only. Refer to the unit nameplate.
(4)  Cooling eurovent condition
(5)  min. water-side operating pressure with variable speed hydronic module is 40 kpa.

eurovent certified values

EREBA Reversible 17HT 21HT
Cooling*
Nominal capacity C1 kW 15.2 19.1
EER C1 3.14 3.18
Eurovent class cooling C1 A A
Nominal capacity C2 kW 21.4 26.4
EER C2 3.99 3.98
Eurovent class cooling A A
SEER 4.60 4.61
ŋs cool % 181 177
ESEER 4.42 4.18
Heating*
Nominal capacity H1 kW 16.9 20.7
COP H1 4.23 4.15
SCOP H1 3.68 3.56
ŋs heat H1 % 144 139
Energy class H1 A+ A+
Nominal capacity H2 kW 15.8 19.5
COP H2 3.44 3.32
Nominal capacity H3 kW 15.0 20.8
COP H3 2.68 2.50
SCOP H3 3.03 2.85
ŋs heat H3 % 118 111
Energy class H3 A+ A+
Annual Energy consumption H3 KWh 6189 10889
Sound power level (1) dB(A) 71 74
Sound pressure level at 10 m  (2) dB(A) 40 43
Length mm 1140
Width mm 585
Height mm 1580
Operating Weight (3) kg 191 199
Compressors Rotary compressor
Refrigerant R410A charge (3) kg 8
Minimum capacity control (4) % 33% 41%
Air heat exchanger Grooved copper tubes, aluminium fins
Quantity axial fan 2
Maximum total air flow l/s 2000 2400
Maximum rotational speed rps 14 16
Water heat exchanger Brazed plate heat exchanger
Water volume l 1.52 1.9
Expansion tank volume 8
Max. water-side operating pressure 
with hydronic module (5) 300

Outlet diameter / with adaptator 1 "G male / 1"1/4G male
Chassis paint colour RAL 7035



7

Er
eb

a 
17

-2
1

heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

new eneRgy effiCienCy metRiC: sCoP
■ Because buildings have a thermal load depending on outdoor air temperature
the seasonal Coefficient of performance (sCOp) is a new 
european parameter to evaluate the energy efficiency of heat 
pumps. It replacesthe Coefficient of performance (COp), which 
measured the ratio of power consumed to power produced in 
the heating mode on a singleoperating point. 

unlike its predecessor, the sCOp is representative of operation 
during the heating season as it includes seasonal variations by 
defining several realistic measurement points. together, these 
contribute to classification in the correct energy efficiency 
class.

■ SCOP versus COP efficiency (for heat pumps)

■ SCOP Calculation
sCOp is the ratio between annual heating demand and annual 
energy input over an entire heating season.

*  annual energy input:
- Compressor running (sCOpon)
- Compressor not running: thermostat OFF, standby,
   OFF mode & crankcase heater
- Backup heater to supplement heat pump capacity

■ ŋs:  seasonal primary energy efficiency 
metrics:

In order to compare the energy efficiency of products using 
different sources of energy, such as boilers (gas, fuel) and 
electric heat pumps, the ecodesign regulation introduces a 
new measurement expressed in primary energy: ŋs (eta s).

** air source heat pump i = 3

eleCtRiCal data, eReba 17t-21t / 17Ht-21Ht
EREBA 17 21
Nominal power supply V-ph-Hz 400-3+N-50 400-3+N-50
Voltage range V 360-440 360-440
Control circuit supply 24V AC via internal transformer
Nominal unit current drawn (Un) * A 12.5 14.3
Maximum unit power input (Un) ** kW 10.8 12.4
Cos Phi unit at maximum power ** 0.93 0.93
Maximum unit current drawn (Un-10%)*** A 18.5 21.2
Maximum unit current drawn (Un) **** A 16.7 19.2

* Conditions equivalent to the standardised eurovent conditions (evaporator water entering-leaving temperature = 12 °C/7 °C, outside air temperature = 35 °C).
**   power input, compressors and fans, at the unit operating limits (saturated suction temperature 15 °C, saturated condensing temperature 68.3 °C) and nominal 

voltage of 400 V (data given on the unit nameplate).
*** maximum unit operating current at maximum unit power input and at 360 V.
**** maximum unit operating current at maximum unit power input and at 400 V (values given on the unit nameplate).
 Fan motor electrical data: at eurovent equivalent conditions and motor ambient air temperature of 50 °C at 400 V: 3.8 a, start-up current 20 a, power input 1.75 kW

TEMPERATURE

COP SCOP
1 temperature
condition: 7°C

Several rating
temperatures:
-10°C to 16°C

(average climate)

CAPACiTy (kW)

COP SCOP
Full load Partial load

+ Full load

AUxiliARy MOdES (kWH)

COP SCOP
No auxiliary

power modes
taken into

consideration

Includes consumption 
auxiliary modes:
 - Standby mode

 - Off mode
 - Thermostat off…

HOURS

COP SCOP
N/A Number of hours 

occuring at each 
air temperature  

(bin hours)

AUX

sCOp
ANNUAl HEATiNG dEMANd

ANNUAl ENERGy iNPUT*

=
ŋs = SCOP/2.5 x 100 - i**
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
Average climate

■ Medium temp (47/55)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)
Sound power level 

(dB(A)
Energy Class

17HT 118 3.03 9.11 6189 71 A+

21HT 111 2.85 15.07 10889 74 A+

■ Low temp (30/35)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)
Sound power level 

(dB(A)
Energy Class

17HT 144 3.68 9.25 5169 71 A+

21HT 139 3.56 16.64 9625 74 A+

Colder climate

■ Medium temp (47/55)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)

17HT 108 2.78 16.41 13894

21HT 92 2.37 22.77 22602

■ Low temp (30/35)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)

17HT 121 3.09 13.65 10390

21HT 117 3.01 24.47 19152

Warmer climate

■ Medium temp (47/55)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)

17HT 149 3.8 12.5 4383

21HT 143 3.65 16.37 5983

■ Low temp (30/35)
EREBA ŋs 

(%)
SCOP Pdesign 

(kW)
Annual power input with backup heater 

(kWh)

17HT 225 5.71 14.67 3425

21HT 192 4.87 21.06 5764
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

■ Operating range for EREBA 17T-21T

Evaporator Water Temperature °C Minimum Maximum
Entering water temperature at start-up 6 *** 30
Leaving water temperature during operation 5 *** 18

Condenser Air Temperature °C Minimum Maximum
Standard unit -10 ** 46

**  For operation at an outdoor ambient temperature below 0°C (cooling mode 
and heating mode), the water freeze protection should be available and / or 
the water loop can be protected against frost by the installer, using an anti-
freeze solution.

***  minimum leaving water temperature of 7°C and minimum entering water 
temperature of 7.5°C for air temperature of -10°C to 0°C.

■ Operating range for EREBA 17HT-21HT

Cooling Cycle
Evaporator Water Temperature °C Minimum Maximum
Entering water temperature at start-up 6 30
Leaving water temperature during operation 5 18

Condenser Air Temperature °C Minimum Maximum
Standard unit 0 46
Heating Cycle
Condenser Water Temperature °C Minimum Maximum
Entering water temperature at start-up 10 45
Leaving water temperature during operation 20 60/57*

Evaporator Air Temperature °C Minimum Maximum
Standard unit -20** 30

* 60°C for eReBa 17ht and 57°C for eReBa 21ht
**  For operation at an outdoor ambient temperature below 0°C (cooling mode 

and heating mode), the water freeze protection should be available and / or 
the water loop can be protected against frost by the installer, using an anti-
freeze solution.

soUnd sPeCtRUm, eReba 17t-21t / 17Ht-21Ht
■ Sound power level in dB(A)

load* EREBA 17T EREBA 17HT EREBA 21T EREBA 21HT

100% 71 71 74 74

74% 71 68 69 73

48% 64 65 66 67

21% 60 61 63 65

* seeR Conditions

oPeRating limits

Leaving water temperature (°C)
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)

Operating range eReBa 17t-21t

Operating range eReBa 17ht-21ht, Cooling mode
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 (°
C

)

evaporator leaving water temperature (°C)

Operating range eReBa 17ht-21ht, heating mode

Water + glycol 
ex. mpG 40%
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 (°

C
)

17ht

21ht

10

-15

-15

20

-5

-5

5

5

15
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25
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45

45
46

46

57

-10

7 18

18

0

0
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40

50

60

70

Outside air temperature (°C)
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
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legend
1.      pump speed = 100% 
2.      pump speed = 75% 
3.      pump speed = 50% 
4.      pump speed = 38% 
5.      pump speed = 25% 

available statiC system PRessURe
■ Available external static pressure for EREBA 17T-17HT unit

Water flow rate, l/s
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■ Available external static pressure for EREBA 21T-21HT unit
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Water flow rate, l/s Legend
1. Pump Speed = 95% 
2.      Pump Speed = 75% 
3.      Pump Speed = 55% 
4.      Pump Speed = 45% 
5.      Pump Speed = 35% 
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legend
1.      pump speed = 100% 
2.      pump speed = 75% 
3.      pump speed = 50% 
4.      pump speed = 38% 
5.      pump speed = 25% 
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heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

system minimUm wateR volUme

the minimum water loop volume, in litres, is given by the following formula:
Volume (l) = Cap (kW) x N
Where Cap is the nominal cooling capacity at nominal operating conditions. 

Application N

Air conditioning 3.5

Heating or domestic hot water application 6

industrial process cooling See note

Note :  For industrial process cooling applications, where high stability of water temperature levels must be achieved, the values above must be increased. 
We recommend consulting the factory for these particular applications.

system maximUm wateR volUme

Water maximum volume (l)

Static pressure (bar) 1.5 3

Fresh water 200 50

Ethylen glycol 10% 150 28

Ethylen glycol 20% 110 28

Ethylen glycol 30% 90 23

Ethylen glycol 40% 76 19

bPHe wateR flow Rate

Minimum water flow rate, l/s Maximum water flow rate, l/s
17 0.45 1.2
21 0.57 1.2



12 heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21

3

1

2

4

dimensions (in mm)
■ EREBA 17T-21T / 17HT-21HT

legend
all dimensions are in mm
1.  Water inlet
2. Water outlet
3. Fill kit connection
4. safety valve outlet
5. electrical connections

(F
ix

in
g 

ho
le

s 
Ø

 8
)

(Fixing holes Ø 8)

53
5

660

79
5

70
6

65
4

36
8

15
5

12
0

28

80

50

100

100

150

1140

15
41 15

80
53

9

585

555

197

196 282

service Door Disconnector

3

1

2

4

Weight (in kg)
EREBA Operating weight*
17T 169
21T 177
17HT 191
21HT 199

* Values are guidelines only. Refer to the unit 
nameplate
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heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

CleaRanCes (in mm)
■ EREBA 17T-21T / 17HT-21HT

Single unit installation
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0

20
0

70
0

70
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00

10
00

10
00

30
0

30
0

400

200

400400400200

400 400 1000 300 1500 2000 200

Note: the height of any obstacle at both the front and rear should be less than the outdoor unit height.

Multiple unit installation



14 heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21

entering/leaving water temperature difference : 5K
Fouling factor : 0 m² K/W
pure water fluid
performances in accordance with eN14511-3:2011

Heating CaPaCities in aCCoRdanCe witH en14511-3

Outside air 
temperature 

in °C
EREBA

lEAViNG WATER TEMPERATURE °C
Heating floor Comfort unit

35 45
Pc 
kW

Pa 
kW COP Q             

l/s
Pc 
kW

Pa 
kW COP Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

-20
17HT 4.3 2.2 4.4 2.3 1.0 2.3 1.9 2.1 1.9 0.45 4.1 2.1 4.2 2.6 1.2 2.6 1.6 1.7 1.6 0.45
21HT 6.2 4.0 6.3 3.2 2.0 3.2 1.9 2.0 1.9 0.58 5.7 4.7 5.7 3.7 3.1 3.7 1.6 1.5 1.6 0.58

-15
17HT 5.1 2.6 5.0 2.5 1.1 2.5 2.1 2.3 2.1 0.45 4.8 2.4 4.8 2.8 1.3 2.8 1.7 1.9 1.7 0.45
21HT 7.4 4.8 7.4 3.4 2.1 3.4 2.2 2.3 2.2 0.58 6.9 5.7 6.9 4.0 3.3 4.0 1.7 1.7 1.7 0.58

-10
17HT 6.6 2.4 6.7 2.9 0.9 3.0 2.2 2.6 2.2 0.52 6.3 2.8 6.5 3.3 1.3 3.5 1.9 2.1 1.9 0.50
21HT 9.4 5.7 10.1 3.9 2.2 4.3 2.4 2.6 2.4 0.64 8.8 6.7 9.5 4.6 3.5 5.0 1.9 1.9 1.9 0.61

-7
17HT 7.1 2.4 10.3 3.0 0.9 5.0 2.4 2.7 2.1 0.57 6.8 2.2 9.9 3.4 1.0 5.7 2.0 2.2 1.7 0.54
21HT 10.2 6.4 15.0 4.0 2.3 6.7 2.5 2.8 2.2 0.69 9.5 7.4 14.4 4.7 3.6 7.9 2.0 2.0 1.8 0.66

2
17HT 12.5 5.4 18.4 4.0 1.7 7.4 3.1 3.3 2.5 0.72 11.8 5.1 17.6 4.7 1.7 8.5 2.5 3.0 2.1 0.68
21HT 15.3 7.1 19.5 5.2 2.3 7.8 2.9 3.1 2.5 0.90 14.5 5.4 18.5 6.1 2.2 9.0 2.4 2.4 2.0 0.86

7
17HT 16.9 3.3 21.3 4.0 0.8 6.9 4.2 4.0 3.1 0.83 15.8 4.4 20.0 4.6 1.5 7.9 3.4 2.9 2.5 0.78
21HT 20.7 7.4 21.7 5.0 1.7 7.3 4.2 4.4 3.0 1.01 19.5 6.6 21.1 5.9 2.0 8.5 3.3 3.4 2.5 0.97

10
17HT 16.9 3.7 25.3 4.1 0.7 7.4 4.2 5.6 3.4 0.87 15.9 4.9 25.0 4.7 1.2 8.7 3.4 3.9 2.9 0.82
21HT 22.4 8.6 32.1 5.0 2.2 8.8 4.5 3.8 3.7 1.09 21.3 7.6 30.9 5.9 2.6 10.2 3.6 2.9 3.0 1.04

Outside air 
temperature 

in °C
EREBA

lEAViNG WATER TEMPERATURE °C
Radiator

55 60
Pc 
kW

Pa 
kW COP Q             

l/s
Pc 
kW

Pa 
kW COP Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

-10
17HT 6.5 2.8 6.7 3.6 1.6 3.7 1.8 1.7 1.8 0.48 6.3 2.9 6.4 3.8 1.7 3.9 1.7 1.6 1.6 0.47
21HT 8.1 6.2 8.8 5.3 4.1 5.7 1.5 1.5 1.5 0.58

-7
17HT 7.0 2.1 8.3 3.7 1.2 4.6 1.9 1.8 1.8 0.52 6.8 2.1 6.9 3.9 1.2 4.0 1.7 1.7 1.7 0.50
21HT 8.9 6.9 11.1 5.5 4.3 7.0 1.6 1.6 1.6 0.62

2
17HT 11.2 4.2 12.9 5.3 1.7 6.6 2.1 2.4 2.0 0.65 10.8 4.1 11.1 5.6 1.9 5.8 1.9 2.2 1.9 0.63
21HT 13.4 6.2 16.7 7.0 3.2 9.0 1.9 1.9 1.8 0.79

7
17HT 15.0 4.1 17.7 5.5 1.9 6.6 2.7 2.2 2.7 0.74 14.4 3.8 15.0 5.5 2.1 5.8 2.6 1.8 2.6 0.72
21HT 18.7 6.2 22.8 6.9 2.3 8.9 2.7 2.7 2.6 0.92

10
17HT 15.0 4.6 18.3 5.4 1.6 6.6 2.8 2.9 2.8 0.78 14.4 4.6 15.3 5.7 1.7 6.2 2.5 2.6 2.5 0.74
21HT 20.1 7.1 24.4 6.8 3.2 8.9 3.0 2.2 2.8 0.99
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heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

entering/leaving water temperature difference : 5K
Fouling factor : 0 m² K/W
pure water fluid
performances in accordance with eN14511-3:2011

Cooling CaPaCities in aCCoRdanCe witH en14511-3

leaving 
Water 

Temp. in 
°C

EREBA 
Revers-

ible

OUTSidE AiR TEMPERATURE iN °C
5 15

Pf 
kW

Pa 
kW EER Q             

l/s
Pf
kW

Pa 
kW EER Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

5
17HT 15.7 13.3 15.7 3.0 2.7 3.0 5.3 5.0 5.3 0.75 15.4 9.9 15.4 3.4 1.7 3.4 4.5 5.7 4.5 0.73
21HT 20.9 14.4 24.5 4.2 3.0 6.3 5.0 4.9 3.9 1.00 20.5 12.8 24.5 4.4 3.9 6.3 4.6 3.3 3.9 0.98

7
17HT 16.6 14.1 16.6 3.0 2.7 3.0 5.5 5.2 5.5 0.79 16.3 10.5 16.3 3.5 1.7 3.5 4.6 6.4 4.6 0.78
21HT 22.0 15.2 26.4 4.4 3.0 6.3 5.1 5.1 4.2 1.05 21.6 13.5 26.3 4.6 4.0 6.4 4.7 3.4 4.1 1.03

10
17HT 18.0 7.9 18.0 3.2 1.1 3.2 5.7 7.6 5.7 0.86 17.8 6.2 17.8 3.6 0.7 3.6 4.9 9.4 4.9 0.85
21HT 23.8 16.5 29.0 4.6 3.1 6.4 5.2 5.4 4.6 1.14 23.3 8.1 28.7 4.8 1.7 6.5 4.9 4.8 4.4 1.12

15
17HT 20.6 8.5 20.6 3.4 1.1 3.4 6.1 7.7 6.1 0.99 20.4 7.0 20.4 3.8 0.7 3.8 5.3 9.3 5.3 0.98
21HT 27.5 18.8 33.3 4.7 3.2 6.7 5.8 5.9 5.0 1.32 27.3 9.5 33.3 4.8 1.6 6.8 5.7 6.0 4.9 1.31

18
17HT 22.2 9.1 22.2 3.5 1.2 3.5 6.3 7.9 6.3 1.06 22.0 7.1 22.0 4.0 0.8 4.0 5.5 9.3 5.5 1.06
21HT 29.5 20.3 36.3 5.0 3.3 6.9 6.0 6.2 5.3 1.41 29.8 9.9 36.3 4.9 1.8 7.0 6.1 5.6 5.2 1.43

leaving 
Water 

Temp. in 
°C

EREBA 
Revers-

ible

OUTSidE AiR TEMPERATURE iN °C
25 35

Pf 
kW

Pa 
kW EER Q             

l/s
Pf
kW

Pa 
kW EER Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

5
17HT 14.5 9.0 14.5 3.8 2.0 3.8 3.9 4.4 3.9 0.69 14.3 3.0 14.8 4.7 1.3 5.0 3.0 2.3 3.0 0.68
21HT 19.9 13.8 23.8 4.9 3.2 6.9 4.1 4.3 3.5 0.95 18.1 8.3 22.3 5.8 2.5 8.3 3.1 3.3 2.7 0.86

7
17HT 15.6 9.6 15.6 3.8 2.0 3.8 4.1 4.7 4.1 0.75 15.2 3.2 15.8 4.8 1.3 5.1 3.1 2.5 3.1 0.73
21HT 21.1 14.7 25.2 5.0 3.3 7.1 4.2 4.5 3.6 1.01 19.1 8.9 23.6 6.0 2.5 8.5 3.2 3.5 2.8 0.91

10
17HT 17.1 5.2 17.1 3.9 1.2 3.9 4.4 4.6 4.4 0.82 16.6 3.6 17.3 5.0 1.3 5.3 3.4 2.8 3.3 0.79
21HT 22.9 8.4 27.3 5.2 1.9 7.4 4.4 4.4 3.7 1.10 20.9 9.7 25.6 6.4 2.7 8.8 3.2 3.6 2.9 1.00

15
17HT 19.8 6.1 19.8 4.0 1.1 4.0 4.9 5.4 4.9 0.95 19.2 4.2 19.9 5.2 1.2 5.6 3.7 3.4 3.6 0.92
21HT 26.2 9.8 31.0 5.4 1.9 7.9 4.8 5.2 3.9 1.26 23.9 11.2 29.1 6.8 2.7 9.4 3.5 4.1 3.1 1.15

18
17HT 21.5 7.0 21.9 4.1 0.9 4.2 5.2 7.8 5.2 1.03 21.4 4.6 21.6 5.4 1.2 5.6 4.0 3.9 3.8 1.03
21HT 28.3 10.8 33.3 5.6 1.8 8.2 5.0 5.9 4.0 1.36 26.4 12.2 31.3 6.6 2.8 9.8 4.0 4.4 3.2 1.26

leaving 
Water 

Temp. in 
°C

EREBA 
Revers-

ible

OUTSidE AiR TEMPERATURE iN °C
45

Pf 
kW

Pa 
kW EER Q            

 l/s
Nom Min Max Nom Min Max Nom Min Max Nom

5
17HT 12.3 4.0 12.3 5.2 2.7 5.2 2.4 1.4 2.4 0.58
21HT 15.2 6.5 16.4 6.4 2.8 7.1 2.4 2.3 2.3 0.72

7
17HT 13.1 4.2 13.1 5.3 2.8 5.3 2.5 1.5 2.5 0.62
21HT 16.1 6.9 17.4 6.6 2.8 7.2 2.5 2.4 2.4 0.77

10
17HT 14.3 4.7 14.4 5.5 2.8 5.5 2.6 1.7 2.6 0.69
21HT 17.6 7.6 19.0 6.8 2.9 7.5 2.6 2.6 2.6 0.84

15
17HT 16.7 5.4 16.7 5.8 2.9 5.8 2.9 1.9 2.9 0.80
21HT 20.2 8.8 21.8 7.1 3.0 7.9 2.8 3.0 2.8 0.97

18
17HT 18.5 5.9 18.5 5.9 2.9 5.9 3.1 2.0 3.1 0.89
21HT 21.9 9.6 23.6 7.3 3.0 8.1 3.0 3.2 2.9 1.05

■  Ereba reversible
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Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

Ereba 17-21
Cooling CaPaCities in aCCoRdanCe witH en14511-3

leaving 
Water 

Temp. in 
°C

EREBA 
Cooling 

only

OUTSidE AiR TEMPERATURE iN °C
5 15

Pf 
kW

Pa 
kW EER Q             

l/s
Pf 
kW

Pa 
kW EER Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

5
17T 16.3 5.4 16.3 3.1 0.5 3.1 5.3 10.8 5.3 0.78 16.1 5.3 16.1 3.2 0.6 3.2 5.1 9.2 5.1 0.77
21T 20.8 9.4 24.7 3.9 1.3 5.7 5.3 7.5 4.3 0.99 20.7 9.0 26.2 4.2 1.6 6.2 4.9 5.8 4.3 0.99

7
17T 17.3 5.8 17.3 3.1 0.4 3.1 5.5 13.5 5.5 0.82 17.0 5.6 17.0 3.2 0.6 3.2 5.2 10.1 5.2 0.81
21T 22.0 10.0 26.4 4.0 1.3 5.7 5.4 7.8 4.6 1.05 21.8 9.6 27.9 4.3 1.6 6.3 5.1 6.0 4.4 1.04

10
17T 18.7 6.3 18.7 3.3 0.4 3.3 5.7 15.1 5.7 0.89 18.5 6.2 18.5 3.4 0.5 3.4 5.5 11.9 5.5 0.88
21T 23.7 10.8 29.0 4.3 1.3 5.9 5.6 8.2 4.9 1.13 24.0 10.7 30.6 4.4 1.5 6.5 5.5 7.1 4.7 1.15

15
17T 21.2 7.3 21.2 3.5 0.4 3.5 6.1 20.5 6.1 1.02 21.4 7.0 21.4 3.4 0.5 3.4 6.2 13.7 6.2 1.03
21T 27.9 12.3 33.7 4.2 1.4 6.2 6.6 8.9 5.4 1.34 27.8 12.5 34.8 4.5 1.4 7.0 6.2 8.6 4.9 1.33

18
17T 23.7 7.9 23.7 3.4 0.3 3.4 7.0 25.5 7.0 1.13 23.6 7.7 23.6 3.4 0.4 3.4 6.9 19.4 6.8 1.13
21T 30.5 13.3 36.1 4.3 1.4 6.6 7.1 9.3 5.5 1.46 30.3 13.2 37.5 4.6 1.6 7.4 6.5 8.4 5.1 1.45

leaving 
Water 

Temp. in 
°C

EREBA 
Cooling 

only

OUTSidE AiR TEMPERATURE iN °C
25 35

Pf 
kW

Pa 
kW EER Q             

l/s
Pf 
kW

Pa 
kW EER Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom Nom Min Max Nom Min Max Nom Min Max Nom

5
17T 15.4 5.6 15.4 3.6 1.1 3.6 4.3 5.1 4.3 0.73 14.7 5.8 15.8 4.5 1.6 5.0 3.2 3.6 3.1 0.70
21T 19.8 8.7 24.6 4.8 1.7 7.1 4.2 5.0 3.5 0.95 18.1 9.3 23.5 5.6 2.5 8.5 3.2 3.7 2.8 0.86

7
17T 16.3 6.3 16.3 3.7 1.0 3.7 4.5 6.6 4.5 0.78 16.0 6.3 16.7 4.6 1.6 5.1 3.5 3.9 3.2 0.76
21T 21.0 9.3 26.0 4.9 1.8 7.3 4.3 5.3 3.6 1.00 19.2 9.9 24.9 5.8 2.5 8.7 3.3 3.9 2.8 0.91

10
17T 17.8 6.6 17.8 3.7 1.1 3.7 4.8 6.0 4.8 0.85 17.1 7.0 18.2 4.8 1.6 5.3 3.6 4.3 3.4 0.82
21T 22.9 10.2 28.3 5.0 1.7 7.6 4.6 5.9 3.7 1.09 21.0 10.8 27.0 5.9 2.6 9.1 3.5 4.2 3.0 1.00

15
17T 20.5 8.1 20.5 3.9 0.9 3.9 5.3 8.7 5.3 0.98 19.6 8.2 20.9 5.0 1.6 5.6 3.9 5.2 3.7 0.94
21T 26.2 11.9 32.2 5.3 1.7 8.2 5.0 6.8 3.9 1.26 24.1 12.5 30.8 6.2 2.6 9.7 3.9 4.8 3.2 1.15

18
17T 22.2 8.9 22.2 4.0 0.9 4.0 5.6 10.1 5.6 1.07 22.2 9.0 22.6 5.2 1.5 5.8 4.3 5.9 3.9 1.06
21T 28.3 13.0 34.7 5.5 1.7 8.5 5.2 7.5 4.1 1.36 25.9 13.6 33.3 6.3 2.6 10.1 4.1 5.2 3.3 1.24

leaving 
Water 

Temp. in 
°C

EREBA 
Cooling 

only

OUTSidE AiR TEMPERATURE iN °C
45

Pf 
kW

Pa 
kW EER Q             

l/s
Nom Min Max Nom Min Max Nom Min Max Nom

5
17T 13.2 7.8 13.2 5.2 3.0 5.2 2.5 2.6 2.5 0.63
21T 16.2 9.0 17.4 6.6 3.6 7.3 2.5 2.5 2.4 0.77

7
17T 14.0 8.4 14.0 5.3 3.1 5.3 2.6 2.7 2.6 0.67
21T 17.2 9.6 18.5 6.7 3.6 7.4 2.6 2.6 2.5 0.82

10
17T 15.3 9.2 15.3 5.5 3.1 5.5 2.8 2.9 2.8 0.73
21T 18.8 10.5 20.2 6.9 3.7 7.7 2.7 2.9 2.6 0.90

15
17T 17.6 10.7 17.6 5.7 3.2 5.8 3.1 3.4 3.1 0.84
21T 21.7 12.2 23.3 7.3 3.8 8.1 3.0 3.2 2.9 1.04

18
17T 19.1 11.7 19.1 5.9 3.2 5.9 3.2 3.6 3.2 0.92
21T 23.5 13.3 25.2 7.5 3.9 8.4 3.1 3.4 3.0 1.13

entering/leaving water temperature difference : 5K
Fouling factor : 0 m² K/W
pure water fluid
performances in accordance with eN14511-3:2011

■  Ereba cooling only
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heat pumps - aIR CONDItIONING - ReFRIGeRatION - aIR haNDLING - heat eXChaNGe - Na 16.751 a

Inverter Air-Cooled Liquid chillers 
& Reversible Air to Water Heat Pumps

TàP FRANCAIS ou plusieurs langues

TàP ANGLAIS

TàP ALLEMAND

TàP ESPAGNOL

TàP ITALIEN

Document non contractuel. Dans le souci constant d’améliorer son matériel, CIAT se réserve le droit de procéder sans préavis à toutes modifi cations techniques.

Siège social 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel. : +33(0)4 79 42 42 42
Fax : +33(0)4 79 42 42 10
info@ciat.fr - www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. au capital de 26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

CIAT Service
Assistance technique : 0 892 05 93 93 (0,34 € / mn)
Pièces de rechange : 0 826 96 95 94 (0,15 € / mn)

PDRFrance@ciat.fr - PDRGarantie@ciat.fr 

Système de 
Management certifié

This document is non-contractual. As part of  its policy of  continual product improvement, CIAT reserves the right to make any technical modifi cation it feels appropriate without prior notifi cation.

Head offi ce 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
info@ciat.fr - www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. with a registered capital of   26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

Certified 
Management System

Documento non contrattuale. Nella preoccupazione costante di migliorare il suo materiale, CIAT si riserva il diritto di procedere senza preavviso ad ogni modifica tecnica.

Sede sociale 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel. : +33 (0)4 79 42 42 42
Fax : +33 (0)4 79 42 42 10
info@ciat.fr - www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A.  al capitale di 26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

I T A L I A

CIAT ITALIA S.R.L.
Via Nassar, 46 - 37026 Pescantina (VR) Italia

Tel. : 045 6750065 - Fax : 045 6750118
info@ciat-italia.it - www.ciat-italia.it

Sistema di 
Gestione certificato

Documento no contractual. Con el fi n de mejorar su material, CIAT se reserva el derecho de realizar modifi caciones técnicas sin previo aviso.

Sede social 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
info@ciat.fr - www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. con un capital de 26 728 480 € - Reg. Mercantil Bourg-en-Bresse B 545 620 114

CIAT ESPAÑA 
Polígono Industrial Llanos de Jarata
14550 - Montilla (Córdoba) - España

Tel.: +34 957 652 311
Fax: +34 957 652 212

ciat@grupociat.es - www.grupociat.es
Sistema de 

gestión certificado

Compagnie Industrielle d’Applications Thermiques AG nach franz. Recht mit einem Kapital von 26 728 480 € - Handelsregister Bourg-en-Bresse Nr. B545 620 114

Dieses Dokument ist keine Vertragsunterlage. Da wir ständig bemüht sind, unser Material noch weiter zu verbessern, behält sich CIAT das Recht vor, technische Änderungen ohne vorherige Ankündigung vorzunehmen.

Firmensitz 
700 Avenue Jean Falconnier - BP14
01350 Culoz - Frankreich
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
info@ciat.fr - www.ciat.com

Luxemburg 
CIAT Luxembourg
2 route de Remich 

L5650 Mondorf les Bains
Tel. : +352(49) 28 49

info.luxembourg@ciat.fr

Deutschland 
CIAT Kälte- und Klimatechnik GmbH
Wendenweg 19, D-44149 Dortmund

Tel. : +49 (0) 231 96 97 55 0
Fax : +49 (0) 231 96 97 55 15

info@ciat.de - www.ciat.de

Schweiz 
Kalitherm
Route de Denges 28 G, CH-1027 Lonay
Tel : +41 (21) 863 60 60
Fax : +41 (21) 862 12 35
info@kalitherm.ch - www.kalitherm.ch

Zertifiziertes
Managementsystem

CIAT Service
international_Parts@ciat.fr 

sCHematiC installation diagRam

Note: the schematic diagrams herein are provided for information only. under no circumstances do they constitute actual installation diagrams
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